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Hiosiration 3

EXCESSBIVE GRADES
ON ANY STHEET
GREATE TRAFFIC AND
DHAINAGE PROBLEME,

ETEEY GRANEE AT
INTERSECTHING
RERBUCE SI1GHT
DISTANCES AND
HINDER VEMICLE
CONTRGL.

STEEP GRADES -SHOMLD
BE PLATTENED OUT
WITHIN 306 FEET OF
INTERBECTIORS.

Hiustration 4

STREET LINE




Hiustration 5

IHustration 6

COANER LOT
CORNER LOT ENLARGED
TOO SMALL ADJDINING
ADJOINING LOT GIVEN
LOT TOO GREATER
SMALL DEPTH

MAKE BHALLOW LOTS DEEPER
AND CORNER LOTS LARGER

Nlusiration 7

FEASEMERT

EXAMPLE OF DRAINAGE EASEMENY
AT REAR OF LOTS
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MINIMUM STREET STANDARDS
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Iilpstration ©

MINIMUM STREET STANDARDS
( MINOR COLLECTORS )
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MINIMUM STREET STANDARDS
(LOCAL STREET )
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ITiustration 11
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MINIMUM THICKNESS
( MAJOR COLLECTORS )

&
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NOTE:

1. MATERIALS AND CONSTRUCTION MUST CONFORM
TO T.D.0.T, STANDARD SPECIFICATIONS FOR
ROAD AND BRIDGE CONSTRUCTION.

2 IN. SURFACE
T.5.0.T. 411, GRADING PER
PUTNAM COUNTY
HIGHWAY DEPARTMENT

3 IN. BINDER
COURSE T.D.O.T. 307, GRADING PER
PUTNAM COUNTY
HIGHWAY DEPARTMENT

8 IN. BASE T.D.O.T. 303-1
MINERAL AGGREATE
TYPE A BASE, GRADING D

NOTE: NOT TG SCALE




Tllustration 12

MINIMUM THICKNESS
( LOCAL STREET & MINOR COLLECTORS )

2 IN. SURFACE
T.D.0.T. 411, GRADING PER
PUTNAM COUNTY
HIGHWAY DEPARTMENT
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6 IN. BASE T.D.O.T. 303-01
MINERAL AGGREATE.
TYPE A BASE, GRADING D

COGROQGIDO0

NOTE:

1. MATERIALS AND CONSTRUCTION MUST CONFORM
TO T.D.O.T. STANDARD SPECIFICATIONS FOR
ROAD AND BRIDGE CONSTRUCTION,

NOTE: NOTTO SCAL%




